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As Per SOR: SCHEDULE OFRATES PUBLUC WORKS DEPARTMENT (PwD BUILDING 0101.2015)
.NI REF

2

3

OFFICE OF THE NAGAR PALIK NIGAM,KORBA (C.G.)

3

4

1.2

1.1

Surface dressing of the ground
incduding removing vegetation andmaking up undulations and in
equalities not exceeding 15 cms in
depth/ height including disposal
of rubbish upto 15 m lift and leadupto 50m (at least 5m away from
the dressed area).

ITEM DESCRIPTION

C.CRoad

1.6

Excavation for all types and sizes
of foundations, trenches and
drains orfor any other purpose
incduding disposal of excavated
stuff upto 1.5 m lift and leadupto
|50m (at least 5tm away from the
excavated area), induding
dressing and leveling of pits.

1.1 |In all types of soils.

C.C.Road

126 Carriage by mechanical transport
wpto 5 km lead:

26.1 Earth
Extra for every additional lift of 1.5
m or part thereof.

6.1 All types of soils
j Col

DETAILED ESTIMATE

1.17 Filling from available excavated
stuff (Excluding rock) in trenches,
plinth, sides of foundation etc. in

|layers not exceeding 20cm in
depth consolidating each
deposited layer by ramming and
watering with a lead upto 50 M.
and lift upto 1.5 M.

1 115.00

41

10.00

4|

10 00
4.60

2 30 2.30
3.92) 0.50

2.50 1.30
115.00 4.00

2.30

H/D QTY UNIT RATE

Totall

1.80

0.50
0 40

0.35
Total

2.30 0.30
Total

Total

100.00
529.00
629.00 sqm

38.09)

3.92
1.30

161.00
204.31 Cum 185.00

130.00 Cum

6.35
6.35| Cum

102.15

7.20

102.15| Sqm

111.00

26.50

65.00

AMOUNT

4528.80

37796.98

14430.00

168.22

6640.01
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1.18 Providing and filling in plinth with
|sand/ Crusher dust and hard
moorum under floor in layers not
Jexceeding 20cm in depth
consolidating each deposited layer
by ramming and watering,
including dressing etc. complete.

C.C.Road

1.19 Providing filling and compacting
localearth (from approved source
pit) in layers not exceeding 20cm
in depth consolidating each
deposited layer by rammingand
watering. including dressing etc.
complete.

C.C.Road

3.1 Providing and laying nominalmix
plain cement concrete with
crushed stone aggregate using
concrete mixer in allworks upto
plinth level excluding cost of form
work.

1.2 1:4:8 (1 cement: 4 coarse sand:8
graded stone aggregate 40mm
nominal size).

C.C.Road

3.2 Providing and laying nominal mix
reinforced cement concrete with
crushed stone aggregate using
|concrete mixer in all works upto
Iplinth levelexcluding cost of form
work.

2.11:14:3 (1 cement: 1½ coarse
sand:3 graded stone aggregate
20mm nominal size).
Col

beam
under Flooring

4

1

4

1

4

4

1 115.00

1

2.30
6.00

6.00
2 115.00

1.70

6.00
6.00

2.30
115.00

1.501

0.30
6.00
6.40

2.30
6.00 0.20
4.00 0.10

6.00

0.15

0.50

Total

0.47
0.25

Total

1.70| 0.15

1.50

6.00 0.10
0.40 0.10

1.20 0.10

3.30 0.10

Total

0.50
0.30 183
0.20 0.30
6.401 0.10

Total

3.17
7.20

46.00
56.37 Cum

16.92
28.75
45.67| Cum

1.73
3.60

0.96
0.28

37.95

4.50

0.66

44.52 Cum 2659.00

144
4.10

10.69

371.00

Cum

242.00

20914.75

11052.14

118378.68

4163.00l 44522.4s
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3.12 Providing and placing in position
reinforcement for R.C.C. work

including: straightening, cutting,
bending, binding etc. complete as
per drawinps including cost of
binding wire in foundation and
plinth all complete:

12.1 Thermo-Mechanically treated bars

2.1

1.1

FE 415

Providing and fixing form work
including centring, shuttering,
strutting staging, propping8

|bracing etc. complete and
including its removal at all levels,
for:

Foundations,footings, bases of
columns plinth bcam, curtainwall
in any shapc and size and all type
of wall bclow plinth level.
Col.

P/Beam

C.C.Road

11| 7.5 Brick work with modular fly-ash
|lime bricks (FalG Bricks)
confirming to IS:12894-2002 of
class designation 4.0 in foundation
Jand plinth in:

5.3 Cement Mortar 1:5 (1 cement:5
|Coarse sand)
wall

|step

3.1 Providing and laying nominal mix
plain cementconcrete with

crushed stone aggregate using
concrete mixer in all works upto
plinth level excluding cost of form
|work.

1.5 1:12:3 (1 cement : 1# coarse
sand:3 graded stoneaggregate
20mm nominal size).

4

4

2

1

2

38

38

4.00 1.70 0.12
4.00 1.50 0.50
4.00
2.00
4.00
8.40

2 115.00
6.40

3.30
2 115.00

3.00

2.00

2.00

0.30 1.83

8.40

6.00 0.30
6.40 0.10

0.10
0.10
0.10

1.00

0.10

6.00 0.30 0.90
2.00 0.90 0.40

0.15

0.15

Total

0.60 0.20
0.30 0.20

Total

0.12

800.00

3.26
12.00
8.78

14.40

10.24
1.68
1.28

23.00
12.54
34.50
17.10

138.79

6.48
0.72
0.24

0.12

7.56

2.02

Kg 54.50

Sqm 139.00

Cum 3350.00

43600.00

19291.53

25326.00
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C.C.Road

11.3 |Providing and making 15mm thick
|cement plaster on the rough side
|of single or half brick wall ofmix:

3.3 |In Cement Mortar 1:5 (1 cement:5
fine sand)

14| 14.50Painting exterior surfacewith
ACRYLIC SMOOTH exterior paint
manufactured with the cow dung
processing to give protective and
decorative finish including
cleaning washing of surface etc.

50.1 On new work (TWo or more coats
applied @ 1.43 ltr/ 10 sqm over
and including priming coat of
exterior primer applied @ 2.20 kg/|
10 sqm)

15| 12.45|15 mm thick Tablerubbed
polished Granite stone slab
flooring laid over 20mm
(Average) thick base of cement
mortar 1:4 (1 cement: 4 coarse
sand) laid and jointed with grey
cement slurry including rubbing

45.2 Granite stone black

16|12.46|15 mm thick Table rubbed
polished Granite stone slab in
risers and treads of steps skirting
dado and pillars laid on 12mm
(Average) thick
|base of cement mortar 1:3

46.2 Granite stone black

Sub Er.

Nagar Palik Nigam
Korba

1

2

1

3

4

3
1

6.40|

2.00
115.00

6.40

6.40

6.40|

1.00 0.12
0.30

2.00

3.00

0.90

0.90

6.40
2.00 1.00

2.00 0.30
0.20

0.08

0.15

Total

Total

Total

Total

Total

1.54|

0.14
51.75

55.45 Cum 4073.00

23.04)

23.04 Sqm

23.04
23.04

40.96
2.00

42.96

1.80|

1.60

Sqm

Sqm 2646.00

As per Estimate Amount Rs.

113.00

3.40| Sqm 2719.00

Say Rs.

79.00|

Astt. Er.

Nagar Palik shgam
Korba/

225831.56

2603.52|

1820.16

113672.16

9244.60

699821.57


