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Name of Work CONSTRUCTION OF CC ROAD AND RCC DRAIN BEHIND EWS COLONY & BL VERMAGARDEN AT WARD NO. 22

As per SOR :SCHEDULE OF RATES PUBLIC WORKS DEPARTMENT [PWD BUILDING-01.01.2015]

5

6

S.N REF

4

1

3

2 16.43

16.3

1.18

13.2

1.26

3.3

1.1

26.1

1.1

26.3

2.1

3.2

3.1

2.1

1.1

1.2

3.9

3.12

1.5

OFFICE OF THE MUNICIPAL CORPORATION, KORBA ( C.G)

ITEM DESCRIPTION

Demolishing brick masonry including arches, stacking of serviceable

material disposal of unserviceable material within 50 metres lead.

In cement mortar.

Demolishing cement concrete including disposal of material within 50

metre lead.

1:3:6 or richer mix

Excavation for all types and sizes of foundations, trenches and drains or for

any other purpose including disposal of excavated stuff upto 1.5 m lift and

lead upto 50m (at least 5m away from the excavated area), including

dressing and leveling of pits.

ABSTRACT

In alltypes of soils.

Providing and filing in plinth with sand/ Crusher dust and hard moorum

under floor in layers not exceeding 20cm in depth consolidating each

deposited layer by ramming and watering, including dressing etc.

complete.

Carriage by mechanical transport upto 5 km lead:

Earth

Dismantled Building debris (Mulba)

Providing and fixing form work including centring, shuttering, strutting,

staging, propping bracing etc. complete and including its removal at all

levels, for:

Foundations, footings, bases of columns plinth beam,curtain wall in any

shape and size and all type of wallbelow plinth level.

Providing and laying nominal mix plain cement concrete with crushed

stone aggregate using concrete mixer in all works upto plinth level

excluding cost of form work.

1:4:8 (1 cement : 4 coarse sand: 8 graded stone aggregate 40mm

nominal size).

1:1:3 (1 cement:1½ coarse sand : 3 graded stone aggregate 20mm

nominal size).

Providing and laying nominal mix reinforced cement concrete with crushed

stone aggregate using concrete mixer in all works upto plinth level

excludingcost of form work.

1:1%:3 (1 cement: 1% coarse sand : 3 graded stone aggregate 20mm

nominal size).

Extra for precast PCC/ RCC work of any mix including form work,hoisting

and fixing in Cement Mortar. 1:2 (1Cement : 2 coarse sand) and finishing

with cement plaster in Cement Mortar 1:3 (1 Cement:3 coarse sand) but

excluding reinforcement.

Providing and placing in position reinforcement for R.C.C. work including

straightening, cutting, bending, binding etc. complete as per drawings

including cost of binding wire in foundation and plinth allcomplete:

UNIT

Cum

Cum

Cum

Cum

Cum

Cum

Sqm

Cum

Cum

Cum

Cum

QTY

14.40

5.40

40.00

8.00

60.00

20.00

160.00

8.00

22.50

RATE

2.50

263.00

549.00

185.00

371.00

111.00

91.50

139.00

3.56 4073.00

2659.00

4163.00

469.00

AMOUNT

3,787.20

2,964.60

7,400.00

2,968.00

6,660.00

1,830.00

22,240.00

21,272.00

14,499.88

93,667.50

1,172.50

Pg. 1
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ITEM DESCRIPTION

Therno-tMechanicaly treated hars FE 415

SubEngineet
Naçar Pak Nigam,

Korta

UNIT

Astt Engineer
Nagar Palk Nigam,

Korba

QTY

920 00

RATE

54.50

As per Estimato Amount Rs,

soy

AMOUNT

50,140.00

228601.68

2,29,ovo/

Pg. 2


