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NAME OF WARD- WARD 52
Maint ngnce

NAME OF WORK- GONSTRUCTION OFRCC DRAIN WARD 52, NILGIRI MAIN ROAD TO DIPANKAR CHAKRAWARTI, VINODTODILIP

As per Sor :- Shedule of Rates Public Works Department [ PWD BUILDING 01-01-2015]

SN ITEM

OFFICE OF THE MUNICIPAL CORPORATION, KORBA (C.G.)

1.1Excavation forall types and sizes of foundations,

trenches and drains or for any other purpose including

1 disposalof excavated stuff upto 1.5 m lift and lead upto 50m

(at least Sm away from the excavated area), including dressing

Jand leveling of pits.

|1.1.1 In all types of soils.

1.18 Providing and filling in plinth with sand/ Crusher dust and

2 hard moorum under floor in layers not exceeding 20cm in

depth consolidating each deposited layer by ramming and

watering, including dressing etc. complete.

6

3.1 Providing and laying nominal mix plain cement concrete

with crushed stone aggregate using concrete mixer in all

3 works upto plinth levelexcluding cost of form work. 3.1.2

|1:4:8 (1 cement:4 coarse sand :8 graded stone aggregate

40mm nominal size).

7

2.1 Providing and fixing form work including centring,

shuttering, strutting, staging, propping bracing etc. complete

and including its removal at all levels, for:

|2.1.1 Foundations, footings, bases of columns plinth beam,

curtain wall in any shape and size and al type of wall below

plinth level.

3.2 Providing and laying nominal mix reinforced cement

|concrete with crushed stone aggregate using concrete mixer

in allworks upto plinth levelexcluding cost of form work.

3.2.1 1:1%:3 (1 cement : 1% coarse sand:3 graded stone

aggregate 20mm nominal size).

3.12 Providing and placing in position reinforcement for R.C.C.

work including straightening, cutting, bending, binding etc.

complete as per drawings including cost of binding wire in

foundation and plinth all complete:
3.12.1 Thermo-Mechanically treated bars FE 415

1.26 Carriage by mechanical transport upto 5 km lead:

1.26.1 Earth

Sub Engineer
Municipal Corporation

Korba (C.G)

No

1

1

4

2

1

1

L

242 0.6 0.75

242

242

242

242

242

0.6

0.6

0.1

H/D QTY

0.3

0.1

0.1

0.55

0.55

0.1

SAY AS 3.93 LACS RUPEES ONLY

AsstEngineer
MunicipalCorporatíon

Korba (C.G)

108.9 CUM 185

14.52

14.52 CUM 371

532.4

UNIT

26.62

7.26

RATE

CUM 2659

SQM

1863.4 | sQM 54.5

AMOUNT

108.9 CUM 111

20146.5

139 74003.6

TOTAL

5386.92

33.88 CUM 4163 | 141042.44

38608.68

10155S.3

12087.9

392831.34


